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Heavy duty cross joints in the drive axles

Robust driveline with high quality IWIS chains +
1¼’’ 20BH primary driveline with chrome hardened pins

Proportional valve for in-cab density control

Beka Max continuous chain oiling system

Large crop roller (Ø 217 mm)

Fully automatic rotor DEBLOCK 

OPTIONS

CCI 50 / CCI 1200 Control box
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SPECIFICATIONS

VM 755 - 785 VM 760 - 790 VM 765 - 795 VM 765 - 795 BP

OPTIFLOW OPTIFEED
OPTICUT 

14
OPTIFLOW OPTIFEED

OPTICUT 
14

OPTIFEED
OPTICUT 

14
OPTICUT 

23
OPTICUT 14 OPTICUT 23

BALE DIMENSIONS

Diameter - cm 80 - 160 / 185 80 - 160 / 185 80 - 160 / 185 80 - 160 / 185

Width - cm 120 120 120 120 

PICK-UP

Pick-up width - cm 210 230 210 230 230 230

Number of tine rows 4 rows 4 rows 5 rows 5 rows 5 rows

Tine spacing - mm 61 61 61 61

Short crop pick-up roller Standard Standard Standard (Ø 217 mm) Standard (Ø 217 mm)

Pneumatic gauge wheels • • • •
Pivoting guide wheels º º º º
BALE CHAMBER

Bale formation 5 belts + 3 rollers 5 belts + 3 rollers 5 belts + 3 rollers 5 belts + 3 rollers

Belt width - mm 215 215 215 215

Belts Laced or Endless Endless
Endless belts and second 

drive roller standard
Endless belts and second 

drive roller standard

INTAKE

Intake unit
Open 
Throat

Rotor

Cutting 
Rotor 
with 

double 
tines

Open 
Throat

Rotor

Cutting 
Rotor 
with 

double 
tines

Rotor
Cutting Rotor with 

double tines
Cutting Rotor with 

double tines

Rotor tines made out of 
HARDOX wear plates

- - - - • • • • •

Theoretical cutting length - mm - - 70 - - 70 - 70 45 70 45

Knife protection - - Individual 
spring - - Individual 

spring - Individual 
spring

Individual 
spring Individual spring

GROUP SELECTION - - - - - - - • • • •
Rotor disengagement - Manual - Manual - Manual Manual

DROPFLOOR - - - - º • • • • • •
Automatic rotor DEBLOCK 
system

- - - - - - - - - • •

Automatic knife cleaning - - - - - - - - - • •
Binding Twine, Net, Twine & Net Net, Twine & Net Net, Twine & Net Net, Twine & Net
Double twine wrap/
capacity • / 8 - - -

Net binding/capacity º /1+2 • /1+2 • /1+2 • /1+2

Net and twine/capacity º /1+1/8 º /1+1/8 º /1+1/8 º /1+1/8

OPERATION

Control system VT 30 ISOBUS ISOBUS ISOBUS

Bale pressure setting Terminal Terminal Terminal Terminal

Independent knife/ 
DROPFLOOR selection

- -
Manual 

(on baler 
valve)

- -
Manual 

(on baler 
valve)

- Terminal Terminal

WRAPPING UNIT

3D wrapping - - - º
Film end/break sensor - - - •
Tyres

11.5/80-15.3 •
15.0/55-17 º •
19.0/45-17 º º
500/45-22.5 º • • (tandem axle)

500/45R22.5 FL639M º (tandem axle)
Hydraulic/pneumatic brakes º/ º º/ º º/ º •/º
MACHINE DIMENSIONS

Length - cm 402 402 402 650

Width - cm 246 246 246 298

Height - cm 267 / 287 267 / 287 267 / 287 267 / 287

Weight - kg ≥ 2.500 ≥ 2.900 ≥ 3.050 ≥ 2.540 ≥ 3.040 ≥ 3.240 ≥ 3.220 ≥ 3.420 ≥ 3.470 ≥ 5.650

Minimum tractor 
requirement*

45 kW 
(62 hp)

50 kW 
(67 hp)

60 kW 
(80 hp)

45 kW 
(62 hp)

50 kW 
(67 hp)

60 kW 
(80 hp)

45 kW 
(62 hp)

50 kW 
(67 hp)

60 kW 
(80 hp)

68 kW 
(90 hp)

• standard    º option   - = not available
* = Horsepower requirement may vary with different crops, conditions, and options used. Consult operators manual for proper tractor sizing.



DEUTZ-FAHR
LUBRICANTS

Dealer

deutz-fahr.com

The use of original lubricants and coolants is recommended.

DEUTZ-FAHR is a brand of
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